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NEVSP107 NEVSP308 NEVSP409 NEVSP60/D10

NEVSP8011

The Luxton Hotel 

SPOTLIGHTSSPOTLIGHTSSPOTLIGHTS

6 SPOTLIGHTS



- CREE COB

- Die-cast aluminum housing and heat sink

- Separate Eaglerise driver included

- 3 years warranty

- Hotels
- Retail stores
- Residential lighting
- Cabinets

- Beam angle: 20° 38° 60°

Model

NEVSP10

Color Temp

3000K/4000K/6000K

Lumens

170lm

Input

200-240V

Watts

2W

Beam angle

20° 38° 60°

CRI

>80

Photometric Data

Hole Size: 35mm

TECHNICAL DETAILS:

NEVSP10 35000H
20

7SPOTLIGHTS

CONSTRUCTION: OPTIONS: APPLICATIONS:

Ø40

38



- Material: aluminum housing and 
  heatsink, with unique reflector
- Built-in Driver
- Beam Angle: 25°

- Hotels
- Retail stores
- Residential lighting
- Cabinets

Model

NEVSP30/MR16

Color Temp

3000K/6000K

Lumens

630lm

CRI

>80

Watts

7W

- 6 different bezels available and  
  are to be orded as separate items

Input

100-265V

Photometric Data

NEVSP30/MR16  7W 24°

9
8

Ø75

98

28
14

Ø96

Ø75

28
18

TECHNICAL DETAILS:

NEVSP30 30000H
20

8 SPOTLIGHTS

NEVSP30/002/WH

NEVSP30/006/WH

NEVSP30/002/CH NEVSP30/002/BK

NEVSP30/006/CH NEVSP30/006/BK

CONSTRUCTION: OPTIONS: APPLICATIONS:

169.28

338.56

507.84

677.12

846.40



CONSTRUCTION:
- CREE COB
- Die-cast aluminum housing and heat sink
- Plastic diffuser with electroplate Titanium
- Separate Eaglerise driver included
- 3 years warranty

APPLICATIONS:
- Hotels
- Shopping malls
- Theatres
- Exhibition centres

Model

NEVSP40-3

NEVSP40-3

NEVSP40-4

NEVSP40-5

NEVSP40-6

Color Temp

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

Lumens

800lm

1300lm

2050lm

3000lm

3850lm

Beam angle

15° 24° 38° 55°

15° 24° 38° 55°

15° 24° 38° 55°

15° 24° 38° 55°

15° 24° 38° 55°

Input

220-240V

220-240V

220-240V

220-240V

220-240V

OPTIONS:
- Beam angle: 15° 24° 38° 55°
- Color: White/Black

Watts

9W

15W

24W

35W

45W

CRI

>80

>80

>80

>80

>80

Photometric Data

Model 

NEVSP40-3/D NEVSP40-3

NEVSP40-3/S

NEVSP40-4/D NEVSP40-4

NEVSP40-4/S

NEVSP40-5/D NEVSP40-5

NEVSP40-5/S

NEVSP40-6/D NEVSP40-6

NEVSP40-6/S

B

A

A

85

85*85

112

112*112

140

140*140

165

165*165

B

52

89

64

140

78

169

86

86

Cutout

75Ø

75*75Ø

100Ø

100*100Ø

125Ø

125*125Ø

150Ø

150*150Ø

COB  15W±10%  3000K   24°

TECHNICAL DETAILS:

NEVSP40

NEVSP40-3/D NEVSP40-3

NEVSP40-3/S

35000H
20

9SPOTLIGHTS

2m

1m 5379

1345

597.6

336.2

215.2

43.69

87.38

131.06

174.75

218.43

(lx) (cm)

3m

4m

5m

110011001100

220022002200

330033003300

440044004400

550055005500

-90-90-90

-60-60-60

-30-30-30

909090

606060

303030

-20-20-20 000 202020



APPLICATIONS:
- Hotels
- Shopping malls
- Theatres
- Museum

OPTIONS:
- Beam angle: 15° 24° 40° 60°   
- Color: White/Black

Photometric Data

CONSTRUCTION:
- CREE COB
- Die-cast aluminum housing and heat sink
- Semi white or white power coated finish
- Glass cover
- Adjustable: Horizontal 360°, Vertical 45°
- Seperate driver included
- 3 years  warranty

Model

NEVSP60-1/D

NEVSP60-2/D

NEVSP60-4/D

NEVSP60-5/D

NEVSP60-6/D

Color Temp

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

Lumens

800lm

1300lm

2050lm

2850lm

3600lm

Beam angle

15° 24° 40° 60°

15° 24° 40° 60°

15° 24° 40° 60°

15° 24° 40° 60°

15° 24° 40° 60°

Input

220-240V

220-240V

220-240V

220-240V

220-240V

Watts

9W

15W

24W

30W

40W

CRI

>80

>80

>80

>80

>80

340°

Model

NEVSP60-1/D

NEVSP60-2/D

NEVSP60-4/D

NEVSP60-5/D

NEVSP60-6/D

A

105

105

140

158

188

B

82

82

114.5

130

159

Cutout

90Ø

90Ø

125Ø

145Ø

170Ø

A

B

COB  15W±10%  3000K   24°

TECHNICAL DETAILS:

NEVSP60/D 35000H
20

10 SPOTLIGHTS

2m

1m 5379

1345

597.6

336.2

215.2

43.69

87.38

131.06

174.75

218.43

(lx) (cm)

3m

4m

5m

18°

18°

45°

110011001100

220022002200

330033003300

440044004400

550055005500

-90-90-90

-60-60-60

-30-30-30

909090

606060

303030

-20-20-20 000 202020



CONSTRUCTION:
- Die-cast aluminum housing and heat sink
- Clear PMMA front cover
- White painted die-cast aluminum bezels
- Separate driver included

Model

NEVSP80

NEVSP80

NEVSP80

NEVSP80

Color Temp

3000K/6500K

3000K/6500K

3000K/6500K

3000K/6500K

Lumens

525lm

750lm

950lm

1125lm

CRI

>80

>80

>80

>80

Watts

7W

10W

13W

15W

Photometric Data

Input

220-240V

220-240V

220-240V

220-240V

NEVSP80  10W 120°

NEVSP80

TECHNICAL DETAILS:

11SPOTLIGHTS

NEVSP80-1
NEVSP80-2

NEVSP80-3

NEVSP80-4

NEVSP80-5

NEVSP80-6

NEVSP80-11

NEVSP80-7/-9 NEVSP80-8 NEVSP80-10

NEVSP80  13W 120°

Model

NEVSP80-1

NEVSP80-2

NEVSP80-3

NEVSP80-4

NEVSP80-5

NEVSP80-6

NEVSP80-7/-9

NEVSP80-8

NEVSP80-10

NEVSP80-11

C

85

108

84

100

84

100

85

85

85

85

D

37

33

62

60

62

60

69.5

69.5

69.5

52

Cutout

75Ø

95Ø

75Ø

90Ø

Ø75

Ø90

Ø75

Ø75

Ø75

Ø75

Watts

7W/10W

13W/15W

A

50Ø

50Ø

B

59

86

APPLICATIONS:
- Bars and restaurants
- Hotels
- Meeting rooms and corridors
- High-specification residential projects

OPTIONS:
- Beam angle: 20°  40°
- 10 different bezels available and are to be orded as 
  separate items
- Adjustable angle 20°(NEVSP80D001/002/004/006)
- Waterproof bezel is available to choose

C

D

B

A



NEVDL1013

NEVCL0117

NEVDL3014 NEVDL4015 NEVDL5016

Ambarukmo Plaza

DOWNLIGHTSDOWNLIGHTSDOWNLIGHTS

12 DOWNLIGHTS



CONSTRUCTION:
- SMD 2835
- Die-cast aluminum housing and heat sink
- PMMA diffuser
- Separate Eaglerise driver included
- 3 years warranty

APPLICATIONS:
- Office
- Shopping mall
- Residential
- Corridors

OPTIONS:
- Color: White/Black

Model

NEVDL10-4

NEVDL10-6

NEVDL10-8

Color Temp

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

Lumens

1050lm

1550lm

2600lm

Beam angle

90°

90°

90°

Input

220-240V

220-240V

220-240V

Watts

12W

18W

30W

Cutout

120mm

165mm

200mm

Photometric Data

CRI

>80

>80

>80

Model 

NEVDL10-4

NEVDL10-6

NEVDL10-8

A

140

193

230

B

53.3

75.5

88

Cutout

120Ø

165Ø

200Ø

B

A

TECHNICAL DETAILS:

NEVDL10 35000H
20

13DOWNLIGHTS



CONSTRUCTION:
- Die-casting aluminum housing & PMMA diffuser
- Power coated surface treatment
- Separate constant current LED driver included
- High quality LED
- Beam angle: 90°
- 3 years warranty

APPLICATIONS:
- Hotels, shoping mall
- Exhibition halls
- Theatres

Model

NEVDL30-4

NEVDL30-5

NEVDL30-6

Color Temp

3000K/4000K/6000K

3000K/4000K/6000K

3000K/4000K/6000K

Lumens

630lm

1080lm

1620lm

CRI

>75

>75

>75

Watts

7W

12W

18W

Input

110-240V

110-240V

110-240V

Model

NEVDL30-4

NEVDL30-5

NEVDL30-6

A

110

155

175

B

30

30

30

Cutout

95Ø

135Ø

155Ø

Photometric Data

NEVDL30-4  7W 90° 

TECHNICAL DETAILS:

A

B

NEVDL30 30000H
20

14 DOWNLIGHTS

NEVDL30-5 12W 90°



CONSTRUCTION:
- Die-cast aluminum 
  housing and heat sink 
- Powder coated finish
- UV stable PC diffuser
- IP20

APPLICATIONS:
- Lobby
- Corridors
- Reception area in hotels 
- Shopping malls
- Residential hallways

Model

NEVDL40-3

NEVDL40-4

NEVDL40-6

NEVDL40-8

NEVDL40-8

Color Temp

3000K/4000K/6500K

3000K/4000K/6500K

3000K/4000K/6500K

3000K/4000K/6500K

3000K/4000K/6500K

Lumens

650lm

1050lm

1700lm

2100lm

2700lm

CRI

>80

>80

>80

>80

>80

Watts

8W

12W

20W

25W

30W

Input

110-240V

110-240V

110-240V

110-240V

110-240V

OPTIONS:
- Choice of standard driver or Osram driver
- Fixed output as standard
- Dimming options are available with an 
  Osram driver
- Separate standard driver or Osram driver 
  included
- Waterproof bezel is available to choose 
  (only for 8w and 12w)

Model

NEVDL40-3

NEVDL40-4

NEVDL40-6

NEVDL40-8

A

110

140

190

230

B

26

26

26

26

Cutout

90Ø

120Ø

170Ø

210Ø

NEVDL40-4  12W 90°

Photometric Data

NEVDL40-6  20W 90°

TECHNICAL DETAILS:

NEVDL40 30000H
20

15DOWNLIGHTS



CONSTRUCTION:
- Plastic coated aluminum Housing
- White power coated finish
- Opal PC diffuser
- Intergrated driver
- Beam angle: 90°
- IP44

OPTIONS:
- Triac dimmable available
- Color temperature changeable

APPLICATIONS:
-Residential hallways
- Bathrooms and toilets
- Under canopy

Model 

NEVDL50-4

NEVDL50-5

NEVDL50-6

NEVDL50-8

A

113

145

180

244

B

66

73

78

85

Cutout

Ø90

Ø120

Ø145

Ø195

Photometric Data

Model

NEVDL50-4

NEVDL50-5

NEVDL50-6

NEVDL50-8

Color Temp

3000K/4000K/6500K

3000K/4000K/6500K

3000K/4000K/6500K

3000K/4000K/6500K

Lumens

900lm

1260lm

1530lm

2450lm

CRI

>80

>80

>80

>80

Watts

10W

14W

17W

25W

Input

220-240V

220-240V

220-240V

220-240V

TECHNICAL DETAILS:

NEVDL50 30000H
44

16 DOWNLIGHTS



CONSTRUCTION:
- Die-cast aluminum housing and heatsink, PC diffuser
- High quality LED chips
- Built-in LED driver

APPLICATIONS: 
- Shopping malls
- Hotels
- Exhibition halls
- Houses
- Restaurants

Model

NEVCL01

NEVCL01/S

Color Temp

3000K/6000K

3000K/6000K

Lumens

960lm

960lm

Watts

12W

12W

Input

220-240V

220-240V

Photometric Data

NEVCL01  12W 110°

1
8
0
m
m

180mm

3
5

m
m

3
5

m
m

Ø180mm

CRI

>75

>75

TECHNICAL DETAILS:

NEVCL01 35000H
20

17DOWNLIGHTS

NEVCL01/S  12W 110°



NEVTL1019 NEVTL2020

Chain Shop

TRACK LIGHTSTRACK LIGHTSTRACK LIGHTS

18 TRACK LIGHTS



Model

NEVTL10

NEVTL10

NEVTL10

Color Temp

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

Lumens

1050lm

1700lm

3000lm

Beam angle

15° 24° 38°

15° 24° 38°

15° 24° 38°

Input

220-240V

220-240V

220-240V

Watts

12W

20W

35W

CRI

90

90

90

CONSTRUCTION: 
- CREE COB
- Die-cast aluminum housing and heat sink
- Built-in driver
- 3 years warranty

APPLICATIONS:
- Fashion shops
- Supermarkets
- Retail stores
- Shop windows

OPTIONS:
- Beam angle: 15° 24° 38°   
- Color: White/Black

Photometric Data

Model

NEVTL10/12W

NEVTL10/20W

NEVTL10/35W

A

52

55

72

B

188

235.5

246

A

B

COB  33W±10%  3000K   24°

TECHNICAL DETAILS:

NEVTL10

CRI
90

35000H
20

19TRACK LIGHTS

2m

1m 7281

1820

809.0

455.1

291.2

45.10

90.19

135.29

180.39

225.49

(lx) (cm)

3m

4m

5m

150015001500

300030003000

450045004500

600060006000

750075007500

-90-90-90

-60-60-60

-30-30-30

909090

606060

303030

-20-20-20 000 202020



Model

NEVTL20

NEVTL20

NEVTL20

NEVTL20

Color Temp

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

Lumens

1300lm

2050lm

3000lm

4250lm

Beam angle

15° 24° 38°

15° 24° 38°

15° 24° 38°

15° 24° 38°

Input

220-240V

220-240V

220-240V

220-240V

Watts

15W

24W

35W

50W

CRI

90

90

90

90

CONSTRUCTION:
- CREE COB
- Die-cast aluminum housing and heat sink
- Built-in driver
- 3 years warranty

APPLICATIONS:
- Fashion shops
- Supermarkets
- Retail stores
- Shop windows

OPTIONS:
- Beam angle: 15° 24° 38°
- Color: White/Black

Photometric Data
183

B

Model

NEVTL20/15W

NEVTL20/24W

NEVTL20/35W

NEVTL20/50W

A

65

82

95

120

B

157

193

143.7

287

A

COB  24W±10%  3000K   24°

TECHNICAL DETAILS:

NEVTL20

CRI
90

35000H
20

20 TRACK LIGHTS

2m

1m 9117

2279

1013

569.8

364.7

37.76

75.52

113.28

151.04

188.80

(lx) (cm)

3m

4m

5m

190019001900

380038003800

570057005700

760076007600

950095009500

-90-90-90

-60-60-60

-30-30-30

909090

606060

303030

-20-20-20 000 202020

350°

90°



NEVML1022 NEVML2023 NEVML3024

Batik Keris

MULTIPLE LIGHTSMULTIPLE LIGHTSMULTIPLE LIGHTS

21MULTIPLE LIGHTS



APPLICATIONS:
- Retail stores
- Restaurants & bars 
- Residential

OPTIONS:
- Beam angle: 15° 24° 38° 60°
- Color: White/Black

Photometric Data

Model

NEVML10-1

NEVML10-2

NEVML10-3

NEVML10-1

NEVML10-2

NEVML10-3

Color Temp

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

Lumens

550lm

1050lm

1550lm

1050lm

2050lm

3100lm

Input

220-240V

220-240V

220-240V

220-240V

220-240V

220-240V

Watts

6W

2*6W

3*6W

12W

2*12W

3*12W

Beam angle

15° 24° 38° 60°

15° 24° 38° 60°

15° 24° 38° 60°

15° 24° 38° 60°

15° 24° 38° 60°

15° 24° 38° 60°

CRI

90

90

90

90

90

90

CONSTRUCTION:
- CREE COB
- Die-cast aluminum housing and heat sink
- Separate Eaglerise driver included
- 3 years warranty 

Hole size:275*95mm 

COB  12W±10%  3000K   24°

TECHNICAL DETAILS:

NEVML10

CRI
90

35000H
20

22 MULTIPLE LIGHTS

2m

1m 5711

1428

634.6

357.0

228.5

31.13

62.25

93.38

124.51

155.63

(lx) (cm)

3m

4m

5m

Hole size:95*95mm 

Hole size:190*95mm

30
110

110

30

205

110

30

110

290

120012001200

240024002400

360036003600

480048004800

600060006000

-90-90-90

-60-60-60

-30-30-30

909090

606060

303030

-20-20-20 000 202020



Photometric Data

Model

NEVML20-1

NEVML20-2

NEVTL20-3

Color Temp

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

Lumens

2050lm

4100lm

6150lm

Input

220-240V

220-240V

220-240V

Watts

24W

2*24W

3*24W

Beam angle

15° 24° 38° 60°

15° 24° 38° 60°

15° 24° 38° 60°

CRI

90

90

90

APPLICATIONS:
- Retail stores
- Restaurants & bars 
- Residential

OPTIONS:
- Beam angle: 15° 24° 38° 60°
- Color: White/Black

CONSTRUCTION:
- CREE COB
- Die-cast aluminum housing and heat sink
- Separate Eaglerise driver included
- 3 years warranty

Hole size:360*125mm

TECHNICAL DETAILS:

NEVML20

COB  24W±10%  3000K   24°

CRI
90

35000H
20

23MULTIPLE LIGHTS

Hole size:125*125mm

    Hole size:255*125mm

2m

1m 9117

2279

1013

569.8

364.7

37.76

75.52

113.28

151.04

188.80

(lx) (cm)

3m

4m

5m

350°

30° 140

140151

350°
30°

270

140

151

30°

350°

375

140

151

30° 30°

190019001900

380038003800

570057005700

760076007600

950095009500

-90-90-90

-60-60-60

-30-30-30

909090

606060

303030

-20-20-20 000 202020



CONSTRUCTION:
- CREE COB
- Die-cast aluminum housing and heat sink
- Separate driver included

APPLICATIONS:
- Retail stores
- Restaurants & bars 
- Residential

OPTIONS:
- Color: White/Black

Photometric Data

Model

NEVML30-1

NEVML30-2

NEVTL30-3

Color Temp

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

Lumens

850lm

1700lm

2550lm

Input

220-240V

220-240V

220-240V

Watts

10W

2*10W

3*10W

Beam angle

24°

24°

24°

CRI

>80

>80

>80

Hole Size: L70*W70

Hole Size: L170*W70 Hole Size: L270*W70

TECHNICAL DETAILS:

NEVML30 35000H
44

24 MULTIPLE LIGHTS

2m

1m 3083

770.0

342.2

192.5

123.21

42.48

84.96

127.44

169.92

212.41

(lx) (cm)

3m

4m

5m

COB  10±10%  3000K   24°

700700700

140014001400

210021002100

280028002800

350035003500

-90-90-90

-60-60-60

-30-30-30

909090

606060

303030

-20-20-20 000 202020



NEVPL6060/031226

Rumah Sakit Indriati

PANEL LIGHTSPANEL LIGHTSPANEL LIGHTS
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CONSTRUCTION:
- Material: Steel housing, 
  aluminum  frame 
- High optical grade diffuser
- Uniform illuminating
- LEDs/ Power: SMD2835 
- Beam Angle: 120°

APPLICATIONS:
- Office
- Hospital
- Meeting/Training room
- General lighting
- Indoor lighting

Model

NEVPL6060

NEVPL0312

Color Temp

3000K/4000K/6000K

3000K/4000K/6000K

Lumens

3800lm

3800lm

CRI

>80

>80

Watts

36W

36W

Input

220-240V

220-240V

OPTIONS:
- Installation: Recessed or 
  aluminum buckle plant mounted

Photometric Data

TECHNICAL DETAILS:

Wire suspension kit Surface mounting kit

NEVPL6060/NEVPL0312 30000H
20
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NEVB0128

Lafayette Hotel

BATTEN/LINEARBATTEN/LINEARBATTEN/LINEAR
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CONSTRUCTION:
- Aluminum housing
- Opal PC diffuser
- Anodized surface treatment
- Built-in driver
- Linkable
- Conection and installation accessories included
- Beam angle: 150° 

APPLICATIONS:
- General commercial use
- Cove lighting
- Residential lighting

Model

NEVB01

NEVB01

NEVB01

NEVB01

Color Temp

3000K/4000K/6500K

3000K/4000K/6500K

3000K/4000K/6500K

3000K/4000K/6500K

Lumens

300lm

550lm

800lm

1050lm

CRI

>75

>75

>75

>75

Watts

4W

7W

10W

14W

Input

110-240V

110-240V

110-240V

110-241V

Photometric Data

NEVB01  10W 150°

TECHNICAL DETAILS:

NEVB01 30000H
20

28 BATTEN/LINEAR

NEVB01  14W 150°

4W=298/  7W=569/ 10W=863
14W=1163/ 18W=1171

22

15

3
4



CONSTRUCTION:
- Folded aluminum housing and PC diffuser
- Powder coated surface treatment
- Built-in constant current LED driver included

APPLICATIONS:
- Offices
- Corridors
- Shopping malls
- Supermarkets

Model

NEVLL5575/S/06

NEVLL7575/S/06

NEVLL5575/S/12

NEVLL5575/S/12

Color Temp

3000K/4000K/6000K

3000K/4000K/6000K

3000K/4000K/6000K

3000K/4000K/6000K

Lumens

2100lm

2100lm

4200lm

4200lm

Size(mm)

L605xW55xH75

L605xW75xH75

L1200xW55xH75

L1200xW75xH75

Watts

20W

20W

40W

40W

Photometric Data

Input

185-265W

185-265W

185-265W

185-265W

TECHNICAL DETAILS:

NEVLL5575/NEVLL7575 30000H
20

29BATTEN/LINEAR

2m

1m 1193.3,970.3

298.3,242.6

132.6,107.8

74.6,60.6

47.7,38.8

303.95

607.90

911.85

1215.80

1519.75

(lx) (cm)

3m

4m

5m



Model

NEVLL7035/R/06

NEVLL9035/R/06

NEVLL7035/R/12

NEVLL9035/R/12

Color Temp

3000K/4000K/6000K

3000K/4000K/6000K

3000K/4000K/6000K

3000K/4000K/6000K

Lumens

2100lm

2100lm

4200lm

4200lm

Hole size(mm)

L605xW60xH60

L605xW80xH60

L1200xW60xH60

L1200xW80xH60

Watts

20W

20W

40W

40W

Photometric Data

Input

185-265W

185-265W

185-265W

185-265W

Size(mm)

L616xW70xH35

L616xW90xH35

L1211xW70xH35

L1211xW90xH35

CONSTRUCTION:
- Folded aluminum housing and PC diffuser
- Powder coated surface treatment
- Buit-in constant current LED driver included

APPLICATIONS:
- Offices
- Corridors
- Shopping malls
- Supermarkets

TECHNICAL DETAILS:

NEVLL7035/NEVLL9035 30000H
20

30 BATTEN/LINEAR

2m

1m 1164.3,944.9

291,236.2

129.4,105.0

46.6,37.8

47.7,38.8

303.70

607.39

911.09

1214.79

1518.49

(lx) (cm)

3m

4m

5m



NEVL0132 NEVL0233 NEVT0134 NEVT0235

IBIS STYLES

LAMP/TUBELAMP/TUBELAMP/TUBE
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CONSTRUCTION:
- PC coated aluminium housing
- Built-in LED driver

APPLICATIONS:
- Suitable for use in fittings
- With a GX5.3 holder

Model

NEVL01

NEVL01

Color Temp

2700K/3000K/4000K/6500K

2700K/3000K/4000K/6500K

Lumens

440lm

680lm

CRI

>80

>80

OPTIONS:
- Beam angle: 24° 38°

Watts

5W

8W

Input

AC/DC12V

AC/DC12V

Photometric Data

TECHNICAL DETAILS:

NEVL01  5W 38°

169.28

338.56

507.84

677.12

846.40

NEVL01 30000H

32 LAMPS



CONSTRUCTION:
- PC coated aluminium housing
- Built-in LED driver

APPLICATIONS:
- Suitable for use in 
  fittings with a GU10 holer
- With a GU10 holder

Model

NEVL02

NEVL02

Color Temp

2700K/3000K/4000K/6500K

2700K/3000K/4000K/6500K

Lumens

360lm

580lm

CRI

>80

>80

OPTIONS:
- Beam angle: 24° 38°

Watts

4W

6W

Input

110-240V

110-240V

Photometric Data

NEVL02  6W 38°

TECHNICAL DETAILS:

496. 06

744 . 09

992. 12

1240 . 15

248. 03

NEVL02 30000H

33LAMPS



CONSTRUCTION:
- Glass body with plastic external light diffusion film
- Built-in constant current LED driver included
- Safe to install: input is via any two pins and the other 
  pins are automatically isolated

Model

NEVT01

NEVT01

Color Temp

2700K/3000K/4000K/6500K

2700K/3000K/4000K/6500K

Lumens

940lm

1800lm

CRI

>70

>70

Watts

9W

18W

Input

220-240V

220-240V

Photometric Data

NEVT01  9W 120°

TECHNICAL DETAILS:

56.63

113.26

169.90

226.53

283.16

NEVT01

APPLICATIONS:
- Not suitable for use in sealed fittings

30000H

34 TUBE

NEVT01  18W 120°



CONSTRUCTION:
- Glass tube with high light transmittance
- PC light guide plate inside
- Constant current driver inside with smart IC
- Contact pins made of high-quality  bronse to ensure 
  a good electrical connection
- Double packed for protection against vibration and 
  impact in transit

APPLICATIONS:
- Not suitable for use in sealed fittings 

Model

NEVT02

NEVT02

Color Temp

2700K/3000K/4000K/6500K

2700K/3000K/4000K/6500K

Lumens

800lm

1600lm

CRI

>70

>70

Watts

9W

18W

Input

220-240V

220-240V

Photometric Data

NEVT02  9W 180°

TECHNICAL DETAILS:

0°

29.75

59.50

89.25

119.00

148.75

0°

60.73

121.46

182.18

242.91

303.64

NEVT02 30000H

35TUBE

NEVT02  18W 180°



NEVSL2835/505037 NEVHSL2835/72P38 NEVHSL505039

NEV-DV10040 NEV-DV11040

Swissbel Inn

STRIP LIGHTS/DRIVERSTRIP LIGHTS/DRIVERSTRIP LIGHTS/DRIVER
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Model

NEVSL2835/60P

NEVSL5050/60P

NEVSL5050/60P

Color Temp

2700K/3000K/4000K/6500K

2700K/3000K/4000K/6500K

RGB

Lumens

380lm

800lm

-

CRI

>80

>80

>80

Input

12/24V

12/24V

12/24V

Watts

4.8W

14.4W

14.4W

TECHNICAL DETAILS:

NEVSL2835/NEVSL5050

CONSTRUCTION:
- For use with 12V constant voltage driver
- 5m/roll with no driver

APPLICATIONS:
- Cove lighting
- Cornice lighting
- Corridors
- Patios
- Pergolas

OPTIONS:
- Voltage: 24V version for choice
- IP rating: choice of IP20/IP65

30000H
6520
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CONSTRUCTION:
- Flame retardant PVC sleeve 
- 50m/roll complete with one IP20 Driver
- No more than 35 meters for one LED driver
- IP65

APPLICATIONS:
- Cove lighting
- Cornice lighting
- Corridors
- Patios
- Pergolas

Model

NEVHSL2835/72P

Color Temp

3000K/4000K/6500K

Lumens

800lm

CRI

80

Input

220-240V

Watts

9W

Photometric Data

OPTIONS:
- Choice of white or RGB

NEVHSL2835/72P  9W 150°

TECHNICAL DETAILS:

.

100

150

180

200

NEVHSL2835/72P 30000H
65
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Model

NEVHSL5050/60P

NEVHSL5050/60P

NEVHSL5050/120P

Color Temp

27000K/3000K/4000K/6500K

27000K/3000K/4000K/6500K

27000K/3000K/4000K/6500K

Lumens

750lm

750lm

1350lm

CRI

>80

>80

>80

Input

DC12V

AC220-240V

DC24V

Watts

10W/M

10W/M

18W/M

NEVHSL5050/120P NEVHSL5050/60P

TECHNICAL DETAILS:

NEVHSL5050

CONSTRUCTION:
- Material: Silicone rubber, extrusion forming
- LEDs: SMD LEDs
- UV and yellowish resistant ame retardant UL 94 V-0
- Flexible and 3 LEDs cuttable
- Beam angle: 120°

APPLICATIONS:
- Cove lighting
- Cornice lighting
- Corridors
- Patios
- Pergolas

OPTIONS:
- IP65/IP68
- 12V/24V: 5m/roll
- 220-240V: 100m/roll

DC24V(120LEDs/M)

DC12V(60LEDs/M) AC220-240V(60LEDs/M)

30000H
6865
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Model

NEV-DV1002

NEV-DV1003

NEV-DV1006

IP

20

20

20

Watts

24W

36W

72W

Input

110-240V

110-240V

110-240V

Input

110-240V

110-240V

110-240V

110-240V

110-240V

Model

NEV-DV1102

NEV-DV1103

NEV-DV1104

NEV-DV1105

NEV-DV1106

IP

65

65

65

65

65

Watts

30W

60W

100W

150W

240W

NEV-DV100

NEV-DV110

Output

DC12V/2A

DC12V/3A

DC12V/6A

Output

DC24V

DC24V

DC24V

DC24V

DC24V

TECHNICAL DETAILS:

TECHNICAL DETAILS:

NEV-DV100/NEV-DV110

CONSTRUCTION:
- Plastic housing
- Supplied with DC connector
- Available on request with screw-fixing feature

CONSTRUCTION:
- Plastic housing
- Supplied with DC connector
- Available on request with screw-fixing feature

20 65

40 DRIVER



NEVFL0142

NEVFL0646

Paragon-Mall

FLOOD LIGHTSFLOOD LIGHTSFLOOD LIGHTS

NEVFL0243 NEVFL0344 NEVFL0545
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CONSTRUCTION:
- Die- cast aluminum housing
- Tempered glass
- CREE LEDs
- LED driver included
- Installation accessories included
- Beam angle: 45°
- IP54

APPLICATIONS:
- Lawns and gardens
- Paths

TECHNICAL DETAILS:

Model

NEVFL01

NEVFL01

Watts

10W

10W

Color Temp

3000K

6000K

Lumens

530lm

560lm

Beam angle

45°

45°

CRI

>70

>70

Input

110-240V

110-240V

NEVFL01 IP 30000H
54
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CONSTRUCTION: 
- Material: Die-cast aluminum housing, PC lens
- High quality LED chips
- Beam angle: 60°
- IP65

APPLICATIONS:
- Building facades
- General area lighting
- Sign lighting
- Outdoor lighting

Input

AC220-240V

AC220-240V

AC220-240V

AC220-240V

TECHNICAL DETAILS:

Model

NEVFL02

NEVFL02

NEVFL02

NEVFL02

Watts

50W

100W

150W

200W

Color Temp

3000K/6000K

3000K/6000K

3000K/6000K

3000K/6000K

Lumens

4000lm

8000lm

12000lm

16000lm

CRI

80

80

80

80

OPTIONS:
- Color: Silver or black

A

B

Model

NEVFL02/50W

NEVFL02/100W

NEVFL02/150W

NEVFL02/200W

A

227

268

378

444

B

190

310

310

333

C

40

45

48

50

NEVFL02 30000H
65
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APPLICATIONS:
- Building facades
- General area lighting
- Sign lighting
- Outdoor lighting

TECHNICAL DETAILS:

Model

NEVFL03

NEVFL03

NEVFL03

Watts

30W

50W

100W

Color Temp

3000K/6000K

3000K/6000K

3000K/6000K

Lumens

2600lm

4100lm

8600lm

CRI

80

80

80

Input

AC100-240V

AC100-240V

AC100-240V

Model

NEVFL03/30W

NEVFL03/50W

NEVFL03/100W

A

172

217

202

B

264

331

396

C

45

45

52

NEVFL03 30000H
65
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CONSTRUCTION: 
- Material Aluminum
- Operating temperature: -40°- +60°
- High quality LED chips
- IP65

A

B

C



CONSTRUCTION: 
- Material: Aluminum housing, PC front cover
- High quality LED chips
- IP66

APPLICATIONS:
- Lawns and gardens
- Facade lighting
- Outdoor lighting

Input

 200-265V

TECHNICAL DETAILS:

Model

NEVFL05

Watts

30W

Color Temp

3000K/6000K

Lumens

2600lm

CRI

80

Model

NEVFL05

A

229

B

155

C

38

A

B

C

OPTIONS:
- Color: Black or white

NEVFL05 30000H
66
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CONSTRUCTION: 
- Material: Aluminum housing, PC front cover
- High quality LED chips
- IP66

APPLICATIONS:
- Lawns and gardens
- Facade lighting
- Outdoor lighting

OPTIONS:
- Color: Black or white

TECHNICAL DETAILS:

Model

NEVFL06

NEVFL06

NEVFL06

NEVFL06

Watts

60W

100W

150W

200W

Color Temp

3000K/6000K

3000K/6000K

3000K/6000K

3000K/6000K

Lumens

5200lm

8500lm

12800lm

17000lm

CRI

80

80

80

80

Input

200-265V

200-265V

200-265V

200-265V

Model

NEVFL06/60W

NEVFL06/100W

NEVFL06/150W

NEVFL06/200WW

A

267

313

374

425

B

246

271

292

325

C

41

41

45

52

A

B

C

NEVFL06 30000H
66
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NEVIG0148 NEVIG0249 NEVIG03/A/B/C50

NEVUW0252 NEVUW0353 NEVUW0454

NEVUW0151

NEVUW0555

Shangri-La Hotel

IN-GROUND LIGHTS/IN-GROUND LIGHTS/
UNDERWATER LIGHTSUNDERWATER LIGHTS

IN-GROUND LIGHTS/
UNDERWATER LIGHTS
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Input

DC 24V

DC 24V

DC 24V

DC 24V

TECHNICAL DETAILS:

Model

NEVIG01

NEVIG01

NEVIG01

NEVIG01

Watts

2.5W

6W

13.5W

18W

Color Temp

3000K

3000K

3000K

3000K

Lumens

65lm

375lm

783lm

1605lm

CRI

>80

>80

>80

>80

Photometric Data

Beam angle

30°

20°

20°

20°

Model 

NEVIG01/2.5W

NEVIG01/6W

NEVIG01/13.5W

NEVIG01/18W

A

65

116

173

185

B

103

73

77

75

Model 

NEVIG01/2.5W

NEVIG01/6W

NEVIG01/13.5W

NEVIG01/18W

A

90

74

118.5

170

B

150

150

149.5

120

C

60

102

156.5

171.5

B

A

C

B

A

NEVIG01

CONSTRUCTION: 
- Die- cast aluminum housing
- 316 stainless steel bezel
- Tempered glass cover 5mm thick
- Cree LEDs
- PVC mounting sleeve
- Weight limit: 321kg on area ø10mm
- LED driver included with 110-240V versions only
- Beam angle: 30°
- IP67

APPLICATIONS:
- Outdoor decorative lighting
- Paths
- Squares and parks

IP 30000H
67
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CONSTRUCTION: 
- Die- cast aluminum housing
- 316 stainless steel bezel
- Tempered glass cover 8mm thick
- High quality LED chips
- PVC mounting sleeve
- Weight limit: 917kg on area ø10mm, 1285kg on area ø30mm, 2000kg
  on area  ø60mm
- LED driver included with 110-240V versions only
- Beam angle: 25° 
- IP67

APPLICATIONS:
- Outdoor decorative lighting
- Paths
- Squares and parks

Photometric Data

NEVIG02  25°

TECHNICAL DETAILS:

Model

NEVIG02

NEVIG02

Input

DC 24V

DC 24V

Watts

7W

12.5W

Color Temp

3000K

3000K

Lumens

333lm

730lm

CRI

>80

>80

Beam angle

25°

25°

Beam angel

NEVIG02 30000H
67
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CONSTRUCTION: 
- Material: Aluminum+glass lens
- Weather resistant hard anodized nish
- Frosted glass lens
- LEDs: CREE high power for 3W
- 2M of power cable included
- Installation: Recessed

APPLICATIONS:
- Outdoor decorative lighting
- Paths
- Squares and parks

Input

AC/DC 12V

TECHNICAL DETAILS:

Model

NEVIG03A/B/C

Watts

3W

Color Temp

3000K

Lumens

250lm

CRI

>80

OPTIONS:
- Waterproof: IP67 glue-free or IP68 underwater versions
- Cover: One way, two ways, three ways 
- Input: AC/DC 12V or 24V (AC-magnetic transformer,  
  DC-constant voltage driver)

NEVIG03A/B/C IP 30000H
67
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NEVIG03A NEVIG03B NEVIG03C

Dimension Optional accessories Installation



150
180

210

30

60

90

120240

270

300

330

cd/klm
C0�-�C180 C90�-�C270

768.73

1539.46

2309.19

3078.92

Ø149mm

6
1.5

m
m

G3/4

G3/4      3/4"      BSPP�������26.441     1 .814      14      25.279      24.117      1.162      24.50

British Pipe Thread�(�Whitworth Form) -- Parallel (BSPP/BSPF)

Thread
Designation

Nominal
Size

Thread
Form
Type

Major
Diameter

mm
d=D

Pitch
mm
p

Threads
per
inch

Pitch
Diameter

mm
d2=D2

Minor

Diameter
Male�Thd.

d3

Thread
Height

H1

Tap
Drill

Diameter
mm�

CONSTRUCTION: 
- 316 stainless steel housing and front cover
- EPDM gasket
- 8mm tempered glass
- High quality LED chips
- LED driver not included
- Beam angle: 25° 
- IP68

APPLICATIONS:
- Fountains
- Underwater decorations

Photometric Data

NEVUW01

TECHNICAL DETAILS:

Model

NEVUW01

NEVUW01

NEVUW01

Input

DC 24V

DC 24V

DC 24V

Watts

17W

17W

25W

Color Temp

3000K

6000K

RGB

Lumens

567lm

700lm

774lm

CRI

>80

>80

>80

Beam angle

25°

25°

25°

NEVUW01 30000H
68
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CONSTRUCTION: 
- 316 stainless steel housing and front cover
- EPDM gasket
- 7mm tempered glass
- High quality LED chips
- LED driver not included
- IP68

APPLICATIONS:
- Fountains
- Underwater decorations
- Swimming pools

Photometric Data

TECHNICAL DETAILS:

Model

NEVUW02

NEVUW02

NEVUW02

Input

DC 24V

DC 24V

DC 24V

Watts

3W

3W

3.5W

Color Temp

3000K

6000K

RGB

Lumens

139lm

174lm

56lm

CRI

>80

>80

>80

Beam angle

30°

30°

15°

OPTIONS:
- Beam angle: 30°15°

NEVUW02 30000H
68
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CONSTRUCTION: 
- 316 stainless steel housing and front cover
- EPDM gasket
- 7mm tempered glass
- High quality LED chips
- LED driver not included
- IP68

APPLICATIONS:
- Fountains
- Underwater decorations
- Swimming pools

Photometric Data

TECHNICAL DETAILS:

Model

NEVUW03

NEVUW03

Input

DC 24V

DC 24V

Watts

12.5W

12.5W

Color Temp

3000K

6000K

Lumens

530lm

610lm

CRI

>80

>80

Beam angle

30° 50° 35°

30° 50° 35°

OPTIONS:
- Beam angle: 30° 35° 50°

NEVUW03 30000H
68
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CONSTRUCTION: 
- 316 stainless steel housing and front cover
- EPDM gasket
- 7mm tempered glass
- Weight limit: 958kg 0n area ø10mm, 1032kg 
  on ø30mm, 1693kg on area ø60mm
- High quality LED chips
- LED driver not included
- IP68

APPLICATIONS:
- Fountains
- Underwater decorations
- Swimming pools

Photometric Data

TECHNICAL DETAILS:

Model

NEVUW04

NEVUW04

NEVUW04

Input

DC 24V

DC 24V

DC 24V

Watts

9W

9W

15W

Color Temp

3000K

6000K

RGB

Lumens

500lm

600lm

162lm

CRI

>80

>80

-

Beam angle

30°

30°

25°

OPTIONS:
- Beam angle: 30° 25°

NEVUW04 30000H
68
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CONSTRUCTION: 
- 316 stainless steel housing and front cover
- EPDM gasket
- 7mm tempered glass
- Weight limit: 958kg 0n area ø10mm, 1032kg 
  on ø30mm, 1693kg on area ø60mm
- High quality LED chips
- LED driver not included
- IP68

APPLICATIONS:
- Fountains
- Underwater decorations
- Swimming pools

Photometric Data

TECHNICAL DETAILS:

Model

NEVUW05

NEVUW05

NEVUW05

Input

DC 24V

DC 24V

DC 24V

Watts

17W

17W

24W

Color Temp

3000K

6000K

RGB

Lumens

906lm

1234lm

420lm

CRI

>80

>80

-

Beam angle

30°

30°

25°

OPTIONS:
- Beam angle: 30° 25°

NEVUW05 30000H
68
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NEVWL0157

NEVWL0561

NEVWL0359 NEVWL04/NEVWL04/S60NEVWL0258

NEVWL0662

Ambarrukamo Plaza

SURFACE WALL LIGHTSSURFACE WALL LIGHTSSURFACE WALL LIGHTS

56 SURFACE WALL LIGHTS



CONSTRUCTION: 
- Material: Steel pole+aluminum head+PC diffuser
- High quanlity LED chips
- Beam angle: 120°
- IP54

APPLICATIONS:
- Lawns and gardens
- Paths
- Parking areas

TECHNICAL DETAILS:

Model

NEVWL01

Input

AC220-240V

Watts

6W

Color Temp

3000K

Lumens

480lm

CRI

>80

H163

Ø149

179

NEVWL01 30000H
54
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SPECIFICATION:
- Aluminum housing
- Clear glass cover
- CREE LEDs
- LED driver included
- IP54

NEVWL02-1 NEVWL02-2

APPLICATIONS:
- Wall decoration
- Corridors
- Balconies

TECHNICAL DETAILS:

Model

NWLED5512-1

NWLED5512-1

NWLED5512-2

NWLED5512-2

Watts

7.5W

7.5W

14.5W

14.5W

Color Temp

3000K

6000K

3000K

6000K

Lumens

502lm

550lm

872lm

950lm

Beam angle

25°

25°

25°

25°

CRI

>80

>80

>80

>80

Input

110-240V

110-240V

110-240V

110-240V

OPTIONS:
Choice of
-14.5w up+down
-7.5w one direction

Photometric Data

NEVWL02-1 NEVWL02-2

NEVWL02-1 NEVWL02-2

NEVWL02 30000H
54
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CONSTRUCTION: 
- Die-cast aluminum housing
- Clear tempered glass cover
- High quality LED chips
- LED driver included
- IP54

APPLICATIONS:
- Wall decoration
- Corridors
- Balconies

Photometric Data

TECHNICAL DETAILS:

Model

NEVWL03

NEVWL03

Input

110- 240V

110- 240V

Watts

7W

7W

Color Temp

3000K

6000K

Lumens

62lm

70lm

CRI

>80

>80

NEVWL03 30000H
54
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CONSTRUCTION: 
- Die-cast aluminum housing
- Clear glass cover
- CREE LEDs
- LED driver included
- IP54

APPLICATIONS:
- Wall decoration
- Balconies

Photometric Data

TECHNICAL DETAILS:

Model

NEVWL04

NEVWL04

NEVWL04/S

NEVWL04/S

Input

110- 240V

110- 240V

110- 240V

110- 240V

Watts

5.5W

5.5W

5.5W

5.5W

Color Temp

3000K

6000K

3000K

6000K

Lumens

321lm

350lm

321lm

350lm

CRI

>80

>80

>80

>80

30000H
54NEVWL04
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CONSTRUCTION: 
- F51 Die-cast aluminum housing
- Frost glass cover
- High quality LED chips
- LED driver included-IP40

APPLICATIONS:
- Wall decoration
- Corridors

TECHNICAL DETAILS:

Model

NEVWL05

NEVWL05

Input

110- 240V

110- 240V

Watts

6.5W

6.5W

Color Temp

3000K

6000K

Lumens

510lm

530lm

CRI

>80

>80

NEVWL05 30000H
54
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CONSTRUCTION: 
- Material: Aluminum housin
- LEDs/ Power: CREE high power 7W
- Built-in LED driver
- Installation: Surface mounted
- IP44

APPLICATIONS:
- Wall decoration
- Balconies

Photometric Data

TECHNICAL DETAILS:

Model

NEVWL06

Input

AC100-240V

Watts

7W

Color Temp

3000K/4000K/5000K

Lumens

600lm

CRI

>80

NEVWL06/7W/180WH NEVWL06/7W/360WH

NEVWL06 30000H
44

62 SURFACE WALL LIGHTS
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NEVRWL0164 NEVRWL0265 NEVRWL0366

Marriot Hotel

RECESSED WALL LIGHTSRECESSED WALL LIGHTSRECESSED WALL LIGHTS
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CONSTRUCTION: 
- Die-cast aluminum housing
- Clear glass lenses
- CREE LEDs
- LED driver included
- IP65

APPLICATIONS:
- Outdoor stairses
- Corridors
- Wall decoration

Photometric Data

TECHNICAL DETAILS:

Model

NEVRWL01

NEVRWL01

Input

110- 240V

110- 240V

Watts

5W

7.5W

Color Temp

3000K/6000K

3000K/6000K

Lumens

327lm

592lm

CRI

>80

>80

NEVRWL01 30000H
65
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CONSTRUCTION: 
- Die-cast aluminum housing
- Clear glass lenses
- CREE LEDs
- LED driver included
- IP65

APPLICATIONS:
- Outdoor stairses
- Corridors
- Wall decoration

Photometric Data

TECHNICAL DETAILS:

Model

NEVRWL02

NEVRWL02

Input

110- 240V

110- 240V

Watts

4W

4W

Color Temp

3000K

6000K

Lumens

59lm

65lm

CRI

>80

>80

NEVRWL02 30000H
65
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CONSTRUCTION: 
- Die-cast aluminum housing
- 304 stainless steel front cover
- Clear glass lenses
- CREE LEDs
- LED driver included
- IP65

APPLICATIONS:
- Outdoor stairses
- Corridors
- Wall decoration

Photometric Data

TECHNICAL DETAILS:

Model

NEVRWL03

NEVRWL03

Input

110- 240V

110- 240V

Watts

4W

4W

Color Temp

3000K

6000K

Lumens

54lm

59lm

CRI

>80

>80

NEVRWL03 30000H
65
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NEVCP0168 NEVCP01/S68 NEVCP02-169 NEVCP02-269

Villa

CANOPY LIGHTSCANOPY LIGHTSCANOPY LIGHTS

67CANOPY LIGHTS
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CONSTRUCTION: 
- Die-cast aluminum housing
- Clear glass cover
- CREE LEDs
- LED driver included
- Beam angle: 80°
- IP54

Photometric Data

TECHNICAL DETAILS:

Model

NEVCP01

NEVCP01/S

Input

110- 240V

110- 240V

Watts

18W

18W

Color Temp

3000K/6000K

3000K/6000K

Lumens

767lm

840lm

CRI

>80

>80

APPLICATIONS:
- Poches + enrtances
- Corridors
- Under-canopy lighting

NEVCP01 30000H
54
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CONSTRUCTION: 
- Die-cast aluminum housing
- Frosted glass cover
- CREE LED Chips
- LED driver included
- Beam angle: 35°
- IP54

APPLICATIONS:
- Poches + enrtances
- Corridors
- Under-canopy lighting

Photometric Data

TECHNICAL DETAILS:

Model

NEVCP02-1

NEVCP02-1

NEVCP02-2

NEVCP02-2

Input

110- 240V

110- 240V

110- 240V

110- 240V

Watts

8W

8W

12W

12W

Color Temp

3000K

6000K

3000K

6000K

Lumens

720lm

760lm

1080lm

1150lm

CRI

>80

>80

>80

>80

NEVCP02-1 NEVCP02-2

NEVCP02 30000H
54
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NEVBL01-1/ -271 NEVBL02-1/ -272 NEVBL03-1/ -273 NEVBL04-1/ -274

Outdoor

BOLLARD LIGHTSBOLLARD LIGHTSBOLLARD LIGHTS
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CONSTRUCTION: 
- Extruded aluminum housing
- Opal PC diffuser
- CREE LEDs
- LED driver included
- Supplied complete with mounting bolts
- IP54

APPLICATIONS:
- Lawns and gardens
- Paths
- Parking areas

Photometric Data

TECHNICAL DETAILS:

Model

NEVBL01-1

NEVBL01-1

NEVBL01-2

NEVBL01-2

Input

110- 240V

110- 240V

110- 240V

110- 240V

Watts

9W

9W

9W

9W

Color Temp

3000K

6000K

3000K

6000K

Lumens

148lm

160lm

148lm

160lm

CRI

>80

>80

>80

>80

NEVBL01 30000H
54
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Photometric Data

CONSTRUCTION:  
- Extruded aluminum housing
- Convex glass
- CREE LEDs
- LED driver included
- Supplied complete with mounting bolts
- IP54

TECHNICAL DETAILS:

Model

NEVBL02-1

NEVBL02-1

NEVBL02-2

NEVBL02-2

APPLICATIONS:
- Lawns and gardens
- Paths
- Parking areas

Input

110- 240V

110- 240V

110- 240V

110- 240V

Watts

9W

9W

9W

9W

Color Temp

3000K

6000K

3000K

6000K

Lumens

143lm

155lm

143lm

155lm

CRI

>80

>80

>80

>80

NEVBL02-1 NEVBL02-2

NEVBL02 30000H
54
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CONSTRUCTION: 
- Extruded aluminum housing
- Convex glass
- CREE LEDs
- LED driver included
- Supplied complete with mounting bolts
- IP54

APPLICATIONS:
- Lawns and gardens
- Paths
- Parking areas

Photometric Data

TECHNICAL DETAILS:

Model

NEVBL03-1

NEVBL03-1

NEVBL03-2

NEVBL03-2

Input

110- 240V

110- 240V

110- 240V

110- 240V

Watts

12W

12W

12W

12W

Color Temp

3000K

6000K

3000K

6000K

Lumens

253lm

275lm

253lm

275lm

CRI

>80

>80

>80

>80

NEVBL03 30000H
54
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CONSTRUCTION: 
- Material: Steel pole+aluminum head+PC diffuser
- High quality LED chips
- 350°rotatable
- Beam angle: 120°
- IP54

APPLICATIONS:
- Landscape
- Parks and plazas
- Pathways
- Villas
- Outdoor lighting

TECHNICAL DETAILS:

Model

NEVBL04-1

NEVBL04-2

Watts

6W

2*6W

Color Temp

3000K

3000K

Lumens

480lm

960lm

CRI

>80

>80

OPTIONS:
- Bollard (Single: 480 lm or double 2x6W 960 lm)
- Sanded dark grey, sanded white or sanded 
  black

Input

AC220-240V

AC220-240V

NEVBL04-2  2*6WNEVBL04-1  6W

NEVBL04 30000H
54
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NEVGL0176 NEVGL0277

IBIS Style

GARDEN LIGHTSGARDEN LIGHTSGARDEN LIGHTS
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CONSTRUCTION: 
- Extruded aluminum fitting and steel column
- Design gives low- glare lighting for maximum visual comfort
- Opal PMMA cover
- High quality LED chips
- LED driver included
- IP55

APPLICATIONS:
- Lawns and gardens
- Paths
- Parking areas

Photometric Data

TECHNICAL DETAILS:

Model

NEVGL01

Input

220- 240V

Watts

50W

Color Temp

3000K/6000K

Lumens

3450lm

CRI

>70

OPTIONS:
- Kit of 4 j-bolts for mounting available

NEVGL01 30000H
55
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CONSTRUCTION: 
- Extruded aluminum fitting and steel column
- Design gives low- glare lighting for maximum visual comfort
- Opal PMMA cover
- High quality LED chips
- LED driver included
- IP55

APPLICATIONS:
- Lawns and gardens
- Paths
- Parking areas

OPTIONS:
- Kit of 4 j-bolts for mounting available

Photometric Data

TECHNICAL DETAILS:

Model

NEVGL02

Input

220- 240V

Watts

50W

Color Temp

3000K/6000K

Lumens

3450lm

CRI

>70

NEVGL02 30000H
55
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NEVHB01 82 NEVHB02

83 NEVHB03 84 NEVWB02

79 NEVRL01 80 NEVRL02 81

Parking Area

STREET LIGHT/HIGHBAYSTREET LIGHT/HIGHBAY
/WATERPROOF BATTEN/WATERPROOF BATTEN
STREET LIGHT/HIGHBAY
/WATERPROOF BATTEN
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CONSTRUCTION: 
- Die-cast Aluminum
- Operating temparature: -40° - +60°
- Beam angle: 150°
- IP65

APPLICATIONS:
- Urban roads and highways
- Parking areas 
- Residential or industrial areas
- Parks and commercial areas

TECHNICAL DETAILS:

Model

NEVRL01

NEVRL01

NEVRL01

NEVRL01

Input

AC100- 240V

AC100- 240V

AC100- 240V

AC100- 240V

Watts

40W

80W

120W

180W

Color Temp

3000K/6000K

3000K/6000K

3000K/6000K

3000K/6000K

Lumens

4500lm

8500lm

13000lm

20000lm

CRI

>72

>72

>72

>72

A

B

Model

NEVRL01/40W

NEVRL01/80W

NEVRL01/120W

NEVRL01/180W

A

214

260

280

340

B

500

620

720

880

C

81

101

112

122

Photometric Data

NEVRL01 30000H
65

79STREET LIGHTS

C



CONSTRUCTION: 
- Die-cast Aluminum
- Operating temparature: -40° - +60°
- Beam angle: 150°
- IP65

APPLICATIONS:
- Urban roads and highways
- Parking areas 
- Residential or industrial areas
- Parks and commercial areas

Photometric Data

TECHNICAL DETAILS:

Model

NEVRL02

NEVRL02

NEVRL02

Input

AC100-240V

AC100-240V

AC100-240V

Watts

60W

100W

150W

Color Temp

3000K/6000K

3000K/600OK

3000K/600OK

Lumens

5100lm

8500lm

13800lm

Model

NEVRL02/60W

NEVRL02/100W

NEVRL02/150W

A

268

310

359

B

629

752

863

C

148

178

199

A

B

C

CRI

>72

>72

>72

NEVRL02 30000H
65
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CONSTRUCTION: 
- Die-cast Aluminum
- Cree LED chip
- Operating temparature: -40° - +60°
- Beam angle: 90° 
- IP65

APPLICATIONS:
- Offices
- Hyper markets
- Commercial areas
- Exhibition halls
- Factories
- Warehouse

TECHNICAL DETAILS:

Model

NEVHB01

NEVHB01

NEVHB01

Input

AC100- 240V

AC100- 240V

AC100- 240V

Watts

50W

100W

150W

Color Temp

3000K/6000K

3000K/6000K

3000K/6000K

Lumens

5000lm

10000lm

15000lm

CRI

>72

>72

>72

Photometric Data

Model

NEVHB01/50W

NEVHB01/100W

NEVHB01/150W

A

Ø358

Ø459

Ø561

B

143

184

234

C

299

389

488

D

220

270

350

D

A

B

C

NEVHB01 30000H
65

81HIGHBAY
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CONSTRUCTION: 
- Die-cast Aluminum
- Light efficiency>100lm/w
- Operating temparature: -40° - +60°
- Beam angle: 110°
- IP65

APPLICATIONS:
- Offices
- Hyper markets
- Commercial areas
- Exhibition halls
- Factories
- Warehouse

OPTIONS:
- Lamp SMD/SMD lens

TECHNICAL DETAILS:

Model

NEVHB02

NEVHB02

NEVHB02

Input

AC100- 240V

AC100- 240V

AC100- 240V

Watts

100W

150W

200W

Color Temp

6000K

6000K

6000K

Lumens

12000lm

15000lm

20000lm

CRI

>72

>72

>72

Photometric Data

Model

NEVHB03

NEVHB03

NEVHB03

A

Ø305

Ø381

Ø457

B

202

230

286

NEVHB02 30000H
65
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CONSTRUCTION: 
- Aluminum
- Light efficiency>110lm/w
- Operating temparature: -40° - +60°
- Beam angle: 100°
- IP65

APPLICATIONS:
- Offices
- Hyper markets
- Commercial areas
- Exhibition halls
- Factories
- Warehouse

Photometric Data

TECHNICAL DETAILS:

Model

NEVHB03

NEVHB03

NEVHB03

Input

AC100- 240V

AC100- 240V

AC100- 240V

Watts

50W

100W

150W

Color Temp

6000K

6000K

6000K

Lumens

4250lm

9000lm

12847lm

CRI

>72

>72

>72

Model

NEVHB03

NEVHB03

NEVHB03

B

Ø305

Ø381

Ø457

A

202

230

286

A

B

NEVHB03 30000H
65

83HIGHBAY



CONSTRUCTION: 
- Outdoor waterprooffitting for T8 LED Tubes
- PC front corner, confort light output and impact-resisited
- ABS housing body, heat resisited
- Waterproof silicon sealed
- PVC-made clips, stainless and relaible

APPLICATIONS:
- Factory, warehouse
- Underground parking garage
- Tunnel, toll-gate

OPTIONS:
- Emergency kits
- AISI 202 stainless steel clips

Lamp

T8

Base

G13

L

1270

H

107

Model

NEVWB02

Wattage

2x18W

TECHNICAL DETAILS:

W

165

NEVWB02 30000H
65

84 BATTEN LIGHTS



Add: No. 2-3-5-6, Block C8, Lt.UG, Jl Hayam Wuruk No.127, Jakarta Barat 11180-Indonesia
Tel: +62 21 6263132  +62 21 6288407
Email: info@newvision.co.id
Web:  www.newvision.co.id 
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